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About this product

The Setup Utility for RightFax is software for specifying RightFax settings for
a multifunctional peripheral (MFP) linked to the RightFax Server.

Trademarks and registered trademarks

Trademark acknowledgements

KONICA MINOLTA and the KONICA MINOLTA Logo are registered trade-
marks or trademarks of KONICA MINOLTA HOLDINGS, INC.

bizhub is registered trademark or trademark of KONICA MINOLTA BUSI-
NESS TECHNOLOGIES, INC.

Microsoft® and Windows® are either registered trademarks or trademarks of
Microsoft Corporation in the United States and/or other countries.

All other company and product names are either trademarks or registered
trademarks of their respective companies.
Dialog boxes

The dialog boxes shown in this manual are those that appear in Windows XP.

V...

Reminder

The dialog boxes that appear in this document may differ from those that
appear on your computer, depending on the installed devices and spec-
ffied settings.

Note
Unauthorized reproduction, transiation or duplication of this document,
whether in its entirety or in part, is strictly prohibited.

The content of this document is subject to change without notice.

Copyright © 2006 KONICA MINOLTA BUSINESS TECHNOLOGIES, INC. All
rights reserved.
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Foreword 1

|
1 Foreword

1.1 System requirements

The system requirements for the Setup Utility for RightFax are described be-
low.

Compatible operating systems | Windows 2000 Professional (SP4 or later)
Windows XP Professional (SP3 or later)

Windows XP Professional x64 Edition (SP2 or later)
Windows Vista Enterprise (SP2 or later) *

Windows Vista Business (SP2 or later) *

Windows Vista Ultimate (SP2 or later) *

Computer Same as specified for your operating system.

Memory Same as specified for your operating system.

Processor Same as specified for your operating system.

Network Computer with TCP/IP protocol settings correctly specified
Hard disk 100 MB or more of available space

Monitor Resolution: SVGA (800 x 600) or more

Software RightFax server version 9.0 or later

*  32-bit (x86) and 64-bit (x64) editions of Windows Vista are supported.
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1.2 Main features

RightFax Server

Retriving job history ——— Downloading Phonebook

o/
MFPs
Client PC = =7 T

Managing Aplications
(RightFax Settings)

Using the RightFax server settings (application)

The RightFax server settings (application) saved on a multifunctional periph-
eral can be read and edited.

Importing the job history from the RightFax server

The job history for a multifunctional peripheral can be imported from the
RightFax server.

Importing the address book from the RightFax server

The address book can be imported from the RightFax server. In addition, the
imported address book can be written to a multifunctional peripheral.

Setup Utility for RightFax 1-2



Foreword

Automatically searching for multifunctional peripherals

Multifunctional peripherals within the same IP segment of the local area net-
work (LAN) can automatically be searched for.

V...

Note
Multifunctional peripherals cannot be detected through a router.
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1.3 General operation

Follow the procedure described below to specify the settings for the Right-
Fax server.

V...

Reminder

For details on the setup and operating procedures for the RightFax serv-
er, refer to the manual for the RightFax server. For details on the setup
procedure so that the multifunctional peripheral can link with the Right-
Fax server, refer to the manual for the multifunctional peripheral.

General operation

The Setup Utility for RightFax is software used to manage multifunctional pe-
ripherals. The Setup Utility for RightFax should be used by the administrator
of a multifunctional peripheral to specify settings for the RightFax server.

Before performing the operation, check for the following.

v/ The RightFax server is running.
v A MFP module is installed on the RightFax server.

Install the Setup Utility for RightFax onto your computer.

“Installing the Setup Utility for RightFax” on page 2-1
Start up the Setup Utility for RightFax, edit the RightFax server settings,
and then write the edited settings to a multifunctional peripheral.

— “Writing an application to a multifunctional peripheral” on page 3-1

Obtain information from the RightFax server, if necessary.

“Retrieving the job history” on page 7-1 and “Writing an address
book to a multifunctional peripheral” on page 8-1

Setup Utility for RightFax 1-4
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2

2.1

2.2

Installing the Setup Utility for RightFax

Installing
Install the Setup Utility for RightFax onto your computer.

...

Reminder
Before installing the utility, be sure to log on with Administrator privileges.

Quit all applications (including virus detection programs) that are running.
Installation procedure
Start up the installer (setup.exe).

Follow the instructions that appear in order to complete the installation.

Uninstalling

The Setup Utility for RightFax can be uninstalled using either of the following

two methods.

e Using “Add or Remove Programs” (“Add/Remove Programs” with
Windows 2000)

e Using setup.exe again

V...

Reminder
Before uninstalling, exit the Setup Utility for RightFax.
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3

Writing an application to a multifunc-
tional peripheral

The RightFax server settings saved on a multifunctional peripheral are called
the application. Multiple applications can be saved on a single multifunction-
al peripheral, and the desired application can be used depending on the
need.

This procedure describes how to write an application to a multifunctional pe-
ripheral, assuming that the RightFax server settings have been specified first.

To write an application to a multifunctional peripheral
Before performing the operation, check for the following.

v/ The administrator password for the multifunctional peripheral is available.

v AMFP module is installed on the RightFax server, and the settings (such
as the Shared Directory setting) for this MFP module have been specified.

v/ The RightFax server is running.
v/ The multifunctional peripheral is connected to the network.

1 From the Windows Start menu, start the Setup Utility for RightFax.

— Click the Windows Start button, point to “All Programs” (“Pro-
grams” in Windows 2000), then “KONICA MINOLTA”, “Setup Utility
for RightFax 1.0”, and then click “Setup Utility for RightFax”.

The initial window appears.

Name | Nick Name: [1P Address
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Writing an application to a multifunctional peripheral 3

2 Click the [OK] button.

— If a multifunctional peripheral is already registered, select the mul-
tifunctional peripheral to be connected to below Device List, and
then continue with step 7.

The Device Registration dialog box appears.

# Device Registration le

Device List

IP Address Model Name Fegistration Name Mick Mame Search and Register..
S I N [T E— |

Begister from IP address

g Edit Device...
% Delete Devics

Help Cloze

3 Click the [Search and Register] button.
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Writing an application to a multifunctional peripheral 3

The Add Device dialog box appears, and the available multifunctional
peripherals are listed.

Add Device X

Device List

Selected | IP Address | Mode| Name | Mick Mame [ Refresh
IP Ranee Setting..

+
L e |

Timeout:

10 = | Second

Help | Cancel |

4 Below Device List, select a multifunctional peripheral, and then click
the [Select] button.

— If necessary, specify settings for search range. For details, refer to
“Description of the Add Device dialog box” on page 6-3.

The selected multifunctional peripheral is registered with the Setup
Utility for RightFax.

5 Clickthe [OK] button.
The Add Device dialog box is closed.

6 Click the [Close] button.

The Device Registration dialog box is closed, and the initial window ap-
pears.

[ Onthe “Device” menu, click “Open Device”.

— If user authentication or account track settings have been specified
on the selected multifunctional peripheral, the corresponding au-
thentication dialog box appears. Type in the user name or account
name and the password.

— This operation can also be performed by clicking the [Open Device]
button on the right side of the window.
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Writing an application to a multifunctional peripheral 3

The Application Registration window appears.

#5 Setup Utility for RightFax - [Application Registration] g@g|
@ Ele Application  Device  Tool Window  Help

[

fApplication List

= 53 1721787228 (KONIGA Y | Devies Ifermation
o

IF Address [irz17erzee
o2

E gj Model Name: [FOMIZ A MINOLT A bizhub G450

Clos

Nick Name: |

Button Mame: [RFF {max B characters)

Default Application [ =

Help G e Glass

8  Editthe application.
— Fordetails on editing an application, refer to “Description of the Ap-
plication Registration window” on page 4-7.
9 On the “File” menu, click “Write”.

— If a password has been set on the multifunctional peripheral, enter
the password in the Password dialog box.

The confirmation message appears.
10 Click the [OK] button.

The application settings are written to the multifunctional peripheral.
The application is now written to the multifunctional peripheral.

Setup Utility for RightFax 3-4



Using an application 4

[ [
4 Using an application

Various operations can be performed with an application (RightFax settings
saved on a multifunctional peripheral).

In order to edit an application, it must be read into the Setup Utility for Right-
Fax.

This section describes the procedures for the following operations.

e Reading an application

Editing application settings

Programming new applications into the multifunctional peripheral
Writing an application to multiple multifunctional peripherals
Saving an application as a file

File

Writing
Reading
Client PC MFPs
Writing
—)
—
Reading

Application(RightFax Setting)

7;% » New Application
=2/}« Editing Application

)

Application
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Using an application

4.1

Reading an application

An application can be read into the Setup Utility for RightFax using either of
the following methods.

e Reading an application from a file

e Connecting to a multifunctional peripheral and reading the application

V...

Note
For details on saving an application file, refer to “Saving an application as
a file” on page 4-30.

To read an application from a file

This procedure describes how to open an application file (*.xml) from the
computer and read the application information into the Setup Utility for
RightFax.

Before performing the operation, check for the following.

v The application file is saved on the computer.

1 From the Windows Start menu, start the Setup Utility for RightFax.

— Click the Windows Start button, point to “All Programs” (“Pro-
grams” in Windows 2000), then “KONICA MINOLTA”,“Setup Utility
for RightFax 1.0”, and then click “Setup Utility for RightFax”.

The initial window appears.

#3 Setup Utility for, RightFax - [Device List]
EH Fle Device Tool Window Help 8 x

&)

Deviee List

Registration Name | Nick Name [ 1P Address | Model Name [
EAMFPDT 1721767228 KONIGA MINOLTA bizhub

2 Below Device List, select a multifunctional peripheral.
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3 On the “Device” menu, click “Open Device”.

The Application Registration window appears.

#3 Setup) Utility for RightFax - [Application Registration]
G Fie Applcation Device Tool Window  Help

@

Application List

Do
O o2
Clos
o4
Clos

= @ 1721787228 (KOMIGA I

Device Information

IP Address:

Mode| Name:

Nick Mame:

Button Hame:

Default Application

[721787228

‘KONICA MINJLTA bizhub G450

[AFP

{max 8 characters)

g_ Write

E|

Glose

4 On the “File” menu, click “Import from File”.

The following dialog box appears.

My Recent
Documents

;[“:

Desktop

My Documents

by Metwork,
Flaces

Look jr: |@ My Documents

[

® cf E-

@My Music

E‘My Pictures

File name: || j DOpen |
Files of type: [F.xml] j Cancel

Setup Utility for RightFax
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4

5

Select from the computer the application file (*.xml) to be read, and
then click the [Open] button.

— For details on the Application Registration window, refer to “De-
scription of the Application Registration window” on page 4-7.
The application is read.

#3 Setup) Utility for RightFax - [Application Registration]

G Fie Applcation Device Tool Window  Help -8 x
2
Application List

= @ 1721787228 (KOMNIG A
=] 01 WalkupFax IP Address: [T721787228

Device Information

5 Server
= Etelgsmn Mode| Name: [FONIG A MINDLT A bizhubs G450

= Harme

€8 GeneralFs: s [

G GeneralVn

@% PersonalFz Button Name: [aFF {max 8 characters)

G Persanalit

Password Default Application: [ WalkupFax ~]
Authentica

[ Delivery

i Subject

5 DelaySend

<]

BillingCode

BillingCode
GoverShes

= Documentf
HoldForPre
TimeoutDa
=) S?ar\
B Notitication
Do

13 A4

Helo ER Wit Close

To connect to a multifunctional peripheral and read the application

This procedure describes how to connect to the multifunctional peripheral
and read the application information.

Before performing the operation, check for the following.

4

The multifunctional peripheral to be connected to is registered with the
Setup Utility for RightFax.

From the Windows Start menu, start the Setup Utility for RightFax.

— Click the Windows Start button, point to “All Programs” (“Pro-
grams” in Windows 2000), then “KONICA MINOLTA”,“Setup Utility
for RightFax 1.0”, and then click “Setup Utility for RightFax”.
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Using an application 4

The initial window appears.

#3 Setup Utility for, RightFax - [Device List]
EH Fle Device Tool Window Help 8 x

=X
Deviee List
Registration Name | Nick Name [ 1P Address | Model Name [
EAMFPDT 1721767228 KONIGA MINOLTA bizhub
Gpen Devies

2 Below Device List, select the multifunctional peripheral written with
the application to be read.

— If no multifunctional peripheral appears below Device List, one
must be registered. For details, refer to “Registering a multifunc-
tional peripheral” on page 6-1.

3 Onthe “Device” menu, click “Open Device”.

— This operation can also be performed by clicking the [Open Device]
button on the right side of the window.

— For details on the Application Registration window, refer to “De-
scription of the Application Registration window” on page 4-7.

— If user authentication or account track settings have been specified
on the selected multifunctional peripheral, the corresponding au-
thentication dialog box appears. Type in the user name or account
name and the password.
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Using an application

The multifunctional peripheral is connected to, and the Application
Registration window appears.

etup Utility for RightFax - [Application Regjstration]
G Fie Applcation Device Tool Window  Help

@

Application List

=-£a 1721787228 (KONIG »
= 101 wakupFax
Server
= Extension
o
= Harme
€2 GeneralFa:
&= Generalva
e% PersonalFz
&= Personalvi
Password
5] Authentica
[ Delivery
S Subject
[ Delaysend
BillingCode
BillingCode
CoverShes
= Documentt
HoldForPre
TimeoutDa
=) S?ar\
5§ MNatification
0oz

13 A4

Device Information

IP Address [721787228

Mads| Name: [ONIS A MING LT A bizhub G450

Nick Name: I

Button Hame: [AFE {max 8 characters)

Default Application: ‘01 WalkupFax

g_ Write

=]

Glose

Setup Utility for RightFax
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4.2 Description of the Application Registration window

From the Application Registration window, various settings can be specified
for the application read into the Setup Utility for RightFax.

A description of the Application Registration window is provided below.

1 — Bl Fle fpplication Device Tool Window Help -8 x

=]

Annlication |ist -

(= E2 1721767228 (KONIG ~ Dtes)

=L UT Walkupkax IP Address: |17217B7228
Server
El 5%‘??'“ Model Name: KOMIC A MINJLTA bizhub G460
12 Name
€2 GeneralFz ST I
& GeneralVt
@% PersonalF Button Name: [aPP {max 8 characters)
&2 Personalt
Password Default Application: [T WakupFax =1
Authentic
S Delivery
5 Subject
Ed DelaySer
BillingGoc
BillingGoc
% CoverShe
= Document
HoldFarPr
i TimeoutD
[Sean
Motification
3 2> v
< >
Heln g owie | I Cose |
4 5 6

No. | ltem Description

1 Menu bar The following menus are available.

“File” menu This menu provides commands for reading and saving ap-
plication file, writing applications to multifunctional periph-
erals, and exiting the Setup Utility for RightFax.

“Application” menu This menu provides commands for using applications.

“Tool” menu This menu provides commands for registering servers, im-
porting the job history and retrieving an address book.

“Window” menu This menu provides commands for selecting different soft-
ware windows.

“Help” menu This command displays the Help for the Setup Utility for
RightFax.

2 Tree pane (Application List) | The connected multifunctional peripherals and all applica-
tions saved in the multifunctional peripherals appear in a hi-
erarchical structure.

Click the multifunctional peripheral icon ( £3 ) at the top to
display the Device Information page.
¢ “Device Information page” on page 4-9

Setup Utility for RightFax 4-7
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No. | ltem

Description

3 Applications

The settings that can be specified for an application are
displayed.

Click an icon to display the available settings in the settings
pane on the right side of the window.

Application icon ()

Click this icon to display the Application Information page.
e “Application Information page” on page 4-10

Server icon ()

Click this icon to display the Server Setting page. The infor-
mation for the linked RightFax server can be specified.
* “Server Setting page” on page 4-11

Extension icon ([Z})

Click this icon to display the Extension Setting page. Exten-
sion settings can be specified.
e “Extension Setting page” on page 4-13

Scan icon (%)

Click this icon to display the Scan Setting page. Scanning
settings can be specified.
e “Scan Setting page” on page 4-20

Notification icon (&)

Click this icon to display the Notification Setting page. The
method of receiving notifications from the RightFax server
can be specified.

* “Notification Setting page” on page 4-22

4 Settings pane

The settings page for the item selected in the tree pane is
displayed.

5 [Write] button

Click this button to write the new settings to the multifunc-
tional peripheral.

6 [Close] button

Click this button to close the Application Registration win-
dow.

Setup Utility for RightFax
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4.3 Device Information page

The information for the multifunctional peripheral is displayed in the Device

Information page.

Displaying the Device Information page

-  Click the multifunctional peripheral icon at the top of the tree pane of

the Application Registration window.
The Device Information page appears.

Description of the Device Information page

L Setup Utility for RightFax - [Application Registration]

@ File fpplication Device Tool Window Help

& W

Application List

3 1721787228 WONIG ~
- D01 WalkupFax
Server
= (] Extension
oo
5 Hame
g,; GeneralFa:
&2 Generalio
€2 FersonalF:
&2 Personalvi
Passmord
[ Authentica
[ Delivery
i Subject
% DelaySend
BillineGiods
BillineGods
CoverShes
12 Documentt
] HoldForre
TimeoutDa
= S?an
B Matification

Do
1 nr )

R [

Device Information

IF Address

[1721787228

Mode| Name: [KONIC & MINDLTA bizhub G450

Nick Mame: [

Button Name: [APP {max § characters)

Default fipplication:  [07 WakupFax =

B Wite Glose

The following information is displayed in the Device Information page.

Item Name Description

IP Address The IP address of the multifunctional peripheral is displayed.

Model Name The name of the model for the multifunctional peripheral is dis-
played.

Nick Name The nickname (name that is easy to remember) for the multifunc-

tional peripheral is displayed.

Button Name

Specify the name of the button for selecting the extended appli-
cation.

Default Application

Select the default application.

Setup Utility for RightFax
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4.4

Application Information page

The application information can be specified from the Application Informa-

tion page.

Displaying the Application Information page

-  Clickan application icon in the tree pane of the Application Registration

window.
The Application Information page appears.

Description of the Application Information page

#3 Setup) Utility for RightFax - [Application Registration]

G Fie Applcation Device Tool Window  Help E

[

Application List

WialkupFar

Sarver
= Extension
X Soen

5§ Motification
0o
Clos
o4
Clos

Application Information

tpplication Mame*: [ WalkupFax {max 16 characters)

Target Server: [FTP Server 01

=

P
Glear Application

kWit Glose

Settings for the following parameters can be specified from the Application

Information page.

Item Name

Description

Application Name

Specify the name of the application.

Target Server

The name or IP address of the selected RightFax server is dis-
played.

[Clear Application] button

Click this button to erase the selected application.

Setup Utility for RightFax
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4.5 Server Setting page

Information for the FTP connection between the multifunctional peripheral
and the RightFax server can be specified in the Server Setting page.

On this page, the shared folder, which is called “Shared Directory” and is
necessary for exchanging files between the multifunctional peripheral and

the RightFax server, is specified.

Displaying the Server Setting page

-  Click a Server icon in the tree pane of the Application Registration win-

dow.

The Server Setting page appears.

Description of the Server Setting page

3, Setup Utility for RightFax - [Application Registration]

G Fie Applcation Device Tool Window  Help
[
fipplication List
=3 172178728 GONDAME | oY Settine
- 101 wiakupFax IP Address®:
Sarver
#- ] Extension FTP File Path+
X Soon
5 Motiication
=
Do FTP User IDw
04
E s FTP Eeemord®
FTP Fort Numper+
< >
Help

[1821681.30

Select

[rightfaxftp

[ anonymous

[administrator

‘**********

21 (1-65535)

I Proxy

[ PASY mods

K e

Glose
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4

Settings for the following parameters can be specified in the Server Setting

page.
Item Name Description
IP Address Specify the IP address of the server.

[Select] button

Click this button to select another registered server.

FTP File Path

Specify the path to the FTP site.

“anonymous” check box

Select this check box to connect with the FTP site while logging
on as an anonymous user.

FTP User ID

Specify the user ID used with the FTP connection.

FTP Password

Specify the password used with the FTP connection.

FTP Port Number

Specify the port number used with the FTP connection.

“Proxy” check box

Select this check box to communicate with the FTP site using the
proxy specified from the multifunctional peripheral.

“PASV Mode” check box

Select this check box to communicate with the FTP site using
passive mode.

Setup Utility for RightFax
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4.6 Extension Setting page

Extension items for the RightFax server can be specified from the Extension

Setting page.

The extension items registered with the application can be selected. In addi-
tion, the buttons that appear in the control panel of the multifunctional pe-
ripheral can be specified, and the parameters for each extension item can be

set.

V...

Note

There is a limit on the number of extension items that can be specified. If
the maximum number of extension items is exceeded, the message
“Limit Over” may appear. If this message appears, clear the “Extension
Button Enable” check box for some of the extension items, and then
specify the settings.

Displaying the Extension Setting page

-  Click an Extension icon in the tree pane of the Application Registration

window.

The Extension Setting page appears.

Description of the Extension Setting page

#5 Setup Utility. for, RightFax -

[Application Registration]|

@ File  Application Device  Tool

[

Window  Help

Application List

- E3 1721767228 GONGA ML
- 0101 WalkupFax

Server
+ = ion
3 Scan

B Natification
02

Extension Ttem List

Enable

[ Disable
5 Enable
2 Disable
&2 Disable
2 Enable
S Enable
Disable
(= Disable
[ Disable
S Enable
[ Disable
Enable
Enable
) Enable
= Disable

1G] Disable

{3 Disable

kem Name
ju}

Name

GeneralF axhumber
GeneralioiceNumb..
PersonalFaxumber
FersonaltaiceNum
Password
Authentication
Delivery

Subject
DelaySerdDateTime
BillineGode1
BillingGods?
CoverSheet
DocumentPassward
HoldForFreview
TimeoutDateTime

Button Mame

Sender Name (G5}

Fax Mumber (GS)
TEL Number (CG5)

Subject

Billing Code 1
Billing Code 2
CoverSheet Type

Gurrent Default Valug

Walkup

None
Mormal

DisplayDateAndTime

True
DisplayDateAndTime

B Wite

Glose
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Settings for the following parameters can be specified in the Extension Set-

ting page.

Item Name

Description

Extension Item List

The extension items are listed.
For details on the extension items, refer to “ltems that can
be specified in the Extension Setting page” on page 4-14.

“Enable”

If “Enable” appears, the item is registered as an extension.

Iltem Name

The name of the selected item is displayed.

Button Name

Specify the name of the button that appears in the control
panel of the multifunctional peripheral.

Current Default Value

The default setting currently specified for the selected item
is displayed.

Items that can be specified in the Extension Setting page

The following items are available in the Extension Item List of the Extension

Setting page.

Item Name Description Input Method

ID Input range: Up to 21 Text input
characters e “Type Information (text input)” on
No spaces page 4-16

Name No spaces Text input

e “Type Information (text input)” on
page 4-16

GeneralFaxNum-
ber

Input range: Up to 31 Text input
characters e “Type Information (text input)” on
No spaces page 4-16

GeneralVoiceNum-
ber

Input range: Up to 31 Text input
characters e “Type Information (text input)” on
No spaces page 4-16

PersonalFaxNum-

Input range: Up to 31

Text input

ber characters e “Type Information (text input)” on
No spaces page 4-16
PersonalVoice- Input range: Up to 31 Text input
Number characters e “Type Information (text input)” on
No spaces page 4-16
Password Input range: Up to 11 Text input
characters e “Type Information (text input)” on
page 4-16
Authentication Choices: None, Pass- Choice selection
word * “Type Information (choice selection)” on
page 4-17
Delivery Choices: Normal, Se- Choice selection
cure, Certified, Se- ¢ “Type Information (choice selection)” on
cureCertified page 4-17
Setup Utility for RightFax 4-14
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Item Name Description Input Method
Subject No spaces Text input
e “Type Information (text input)” on
page 4-16
DelaySendDate- Text input
Time e “Type Information (text input)” on
page 4-16
BillingCode1 Input range: Up to 15 Text input
characters e “Type Information (text input)” on
No spaces page 4-16
BillingCode2 Input range: Up to 15 Text input
characters e “Type Information (text input)” on
No spaces page 4-16
CoverSheet Input range: Up to 13 Cover Sheet input
characters e “Type Information (Cover Sheet)” on
No spaces page 4-19
DocumentPass- Input range: Up to 31 Text input
word characters e “Type Information (text input)” on
No spaces page 4-16

HoldForPreview

Choices: No, Yes

Choice selection

e “Type Information (choice selection)”

page 4-17

on

Setup Utility for RightFax
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Type Information (text input)

If an extension item with text input was selected, the following parameters

can be set.
¥ Extenzion Button Enable
Ttem Mame: 1D
Button Mame#: User ID {maxx 16 characters)
Panel Messags: [Please input user I0.
Button Type [Required Tem |
Default Value: [alkeup
[~ Input string shown as %k
Keyboard Type v ASCH
.
Item Name Description

“Extension Button Enable”

check box

Select this check box to display the buttons for the extension
items in the control panel of the multifunctional peripheral.

Iltem Name

The function name of the selected item is displayed.

Button Name

Specify the name of the button that appears in the control
panel of the multifunctional peripheral.

Panel Message

Specify a description for the button that appears in the control
panel of the multifunctional peripheral.

Button Type

Select one of the following functions for the button that ap-
pears in the control panel of the multifunctional peripheral.
e Optional Item

¢ Required ltem

e Show Only Item

* Hide Item

Default Value

Specify the default setting for the selected extension item.

“Input string shown as ****”

check box

Select this check box to display the text entered in the “De-
fault Value” box as “**”.

Keyboard Type

Select one of the following types for the keyboard that ap-
pears in the control panel of the multifunctional peripheral.
e ASCII

e Device Dependant

Setup Utility for RightFax
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Type Information (choice selection)

If an extension item with choice selection was selected, the following choice

settings can be specified.

V...

Note

The choices are set first for each extension item.

v Extension Button Enable

Trem Mame:
Button Mame*:

Panel Message:

|F\uthent ization

Password Auth# {max 16 characters!

|Pleaze select Auth tvpe.

Button Type: |Required Ttem ﬂ
Available | Options | Diefault Default
More (Default,
Password
< >
Item Name Description

“Extension Button Enable”
check box

Select this check box to display the buttons for the extension
items in the control panel of the multifunctional peripheral.

Iltem Name

The function name of the selected item is displayed.

Button Name

Specify the name of the button that appears in the control
panel of the multifunctional peripheral.

Panel Message

Specify a description for the button that appears in the control
panel of the multifunctional peripheral.

Button Type

Select one of the following functions for the button that ap-
pears in the control panel of the multifunctional peripheral.
e Optional Item

¢ Required ltem

e Show Only ltem

¢ Hide Item

“Available” check box

Select this check box to display the choice in the control panel
of the multifunctional peripheral.

Options

The name of the choice is displayed.

Default

If “(Default)” appears, the choice is set as the default.

[Default] button

Click this button to set the selected choice as the default set-
ting.
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Type Information (time input)

If an extension item with time input was selected, the following parameters

can be set.
¢ Extenzion Button Enable
Item Name. [TimeoutDateTime
Button Name#: Status Timeout imax 16 characters)
Panel Message [Flease set time out period
Button Tepe: [Optianal Tem =]
Input Type: [/ MM/DD/ A mm =l
Default ¢ Device Tims
& Mot Specify
Item Name Description

“Extension Button Enable”

check box

Select this check box to display the buttons for the extension
items in the control panel of the multifunctional peripheral.

Iltem Name

The function name of the selected item is displayed.

Button Name

Specify the name of the button that appears in the control
panel of the multifunctional peripheral.

Panel Message

Specify a description for the button that appears in the control
panel of the multifunctional peripheral.

Button Type

Select one of the following functions for the button that ap-
pears in the control panel of the multifunctional peripheral.
e Optional Item

¢ Required ltem

e Show Only Item

* Hide Item

Input Type

Select the following formats for the time entered from the con-
trol panel of the multifunctional peripheral.
* YY/MM/DD/hh/mm

Default

Select one of the following defaults for specifying the time
from the control panel of the multifunctional peripheral.

e Device Time

¢ Not Specify
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Type Information (Cover Sheet)

If an extension item with Cover Sheet input was selected, the following pa-
rameters can be set.

¥ Extension Button Enable

Tem Name [CaverShest

Covershest Type fmax 16 characters?

[Please input cover sheet name.

Button Name*

Panel Message

Button Type [Optianal Trem |

Default Value:

r— Ref.

Item Name

Description

“Extension Button Enable”

check box

Select this check box to display the buttons for the extension
items in the control panel of the multifunctional peripheral.

Item Name

The function name of the selected item is displayed.

Button Name

Specify the name of the button that appears in the control
panel of the multifunctional peripheral.

Panel Message

Specify a description for the button that appears in the control
panel of the multifunctional peripheral.

Button Type

Select one of the following functions for the button that ap-
pears in the control panel of the multifunctional peripheral.
¢ Optional ltem

¢ Required ltem

e Show Only ltem

e Hide Item

Default Value

Type in the number of the cover sheet to be used by default.

[Ref.] button

If this button is clicked, the CoverSheet List dialog box ap-
pears. Select the cover sheet to be used by default.

Setup Utility for RightFax
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4.7 Scan Setting page

The scan settings can be specified from the Scan Setting page.

Displaying the Scan Setting page

-  Click a Scan icon in the tree pane of the Application Registration win-

dow.

The Scan Setting page appears.

Description of the Scan Setting page

¥3 Setup Utility for RightFax - [Application Registration]

G File  Applicstion  Devics Tool Window Help NEE]

[EEE]

Application List

=1-{Z] 01 walkupFax
Server
Extenzion

Natification

azagm(fﬂﬁﬂ

ooee

= £ 1721787228 KONDAMI [ Scan Setting Button Enable

Scan Setting tem List

Enable Ttem Name Current Default Walue
AErable  File Type TIFF

¥ Enable

File Type [TIFF =]

Gl Mite Close

Item Name

Description

“Scan Setting Button Enable”
check box

Select this check box to display the buttons for the scan set-
tings in the control panel of the multifunctional peripheral.

Scan Setting Item List

The scan parameters are listed.
For details on the extension items, refer to “ltems that can be
specified in the Extension Setting page” on page 4-14.

Enable

If “Enable” appears, the item is registered as a scan parameter.

Iltem Name

The name of the selected item is displayed.

Current Default Name

The default setting currently specified for the selected item is
displayed.

“Enable” checkbox

Select the check box to register the selected item as an scan
setting item.

Scan Setting Item

Specify the default setting for the scan setting selected in the
Scan Setting Item List.

The parameters that can be set differ depending on the scan
setting item that was selected.

Setup Utility for RightFax
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Items that can be specified in the Scan Setting page

The following items are available in the Scan Setting Item List of the Scan
Setting page.

Item Name Description

File Type Select from the following.
o Tiff
* PDF
The default setting is “Tiff”.
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4.8 Notification Setting page

Settings for the method of receiving notifications from the RightFax server
can be specified from the Notification Setting page.

Displaying the Notification Setting page

1 Click a Notification icon in the tree pane of the Application Registration
window.

The Notification Setting page appears.

2 From the Notification Setting list, select the group of parameters that
are to be set.

Description of the Notification Setting page (Print Notification)

% Setup Utility for RightFax - [Application Registration]

0§ File  Application Device Tool Window Help -8 x
=]
Application List
e e Metification Settine
=[] 01 WalkupFax Enable [ Group [ Event
Server False Frint Notification Error
Ext False E-Mail Notification Error
5 SZ;"S‘D" True File Notification Always
>
m [
Cloz
Clos
Dos
[~ Print Notification
ol [ {1 -66535)
(s, I
Event
~
J
(a8
< >
Helo e Glose

If “Print Notification” was selected in the Notification Setting list of the No-
tification Setting page, settings can be specified for the following.

Item Name Description

“Print Notification” check box | Select this check box for the RightFax server to send notifica-
tions by print.
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Item Name

Description

“Port Number” option

Select this option for RAW port printing to the port number
specified for the multifunctional peripheral.

In the text box, type the port number of the multifunctional pe-
ripheral to be used for printing.

Range: 1 to 65535

Default: 9100

“Queue Name” option

Select this option to print to the queue specified for the Right-
Fax server.

In the text box, type the name of the RightFax queue to be
used for printing.

Range: Up to 32 characters

Event

Select which of the following events should occur in order for
the RightFax server to send a print notification.

e Error

e Success

e Always

Description of the Notification Setting page (E-mail Notification)

£3 Setup Utility for RightFax - [4pplication Registration]

=]

R} Ele Application Device Tool Window Help -8 %

Application List

= @ 1721787.228 HONDA ME

= [0 01 WskupFax

Server
N Sean
B Motification
o
O

o4
dos

Notification Setting

[(Enable | Group [ Event |
True Print Notification Errar

Tiue E=Hiail Holfiat on
True File Notification Alivays

Iv E-mail Natification

E-mail Addresst:

Event
& Eror
 Success

 Always

[ Close ‘

If “E-mail Notification” was selected in the Notification Setting list of the No-
tification Setting page, settings can be specified for the following.

Item Name

Description

“E-mail Notification” check box | Select this check box for the RightFax server to send notifica-

tions by e-mail.

E-mail Address

Specify the destination of the e-mail message.
Range: Up to 32 characters
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Item Name

Description

Event

Select which of the following events should occur in order for
the RightFax server to send an e-mail notification.

* Error

e Success

e Always

Description of the Notification Setting page (File Notification)

#3 Setup Utility for RightFax - [Application Registration]
G Fie Applicstion  Device Tool Window Help -8 %

=]

Anplication List

= B3 17217.81228 KONGA MD

= 01 WalkupFax

Server
+ [ Extension
o Scan

[ Motification

Motitication Settine

[ Enable

[ Group [ Event

True Print Notification Error
True tion

[ File Notification

Event

Noti

o Eror
" Success

@ Almays

[ Close

If “File Notification” was selected in the Notification Setting list of the Noti-
fication Setting page, settings can be specified for the following.

Item Name

Description

“File Notification” check box

Select this check box for the RightFax server to send notifica-
tions as a file.

Only jobs with this check box selected are included when the
job history is retrieved. For details on retrieving the job history,
refer to “Retrieving the job history” on page 7-1

Event

Select which of the following events should occur in order for
the RightFax server to send a file notification.

e Error

e Success

¢ Always
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4.9 Registering new applications

The multifunctional peripheral may not be programmed with applications, for
example, immediately after the multifunctional peripheral is registered with
the Setup Utility for RightFax. Start the Application Wizard, and then program

the multifunctional peripheral with new applications.

The Application Wizard can be started using either of the following methods.
e Click “Add” on the “Application” menu of the Application Registration

window.

e Click the [Add Application] on the right side of the Application Information

page.

To register a new application

The following procedure describes how to start the Application Wizard from

the “Application” menu and register an application.

1 Display the Application Registration window.

L Setup Utility for RightFax - [Application Registration]

@ File fpplication Device Tool Window Help

& W

Application List

Device Information

- D101 wakupFax
Server
=[] Extension
=)ol
5 Name
G'ig GeneralFa:
&2 Generalvo
é PersonalFz
&2 Personalvc
Password
[ Authentica
(5 Delivery
5 Subject
k) DelaySend
BillineGode
BillineGode
CoverShee
{2 Documentf
HoldForFre
TimeoutDa
= S?an

B Natification
0oz
A na

=-EF 1721787228 (KONIG &

~

IF Address

Mode| Name:

Nick Mame:

Button Name:

Defaylt Application

[1721787228

[KONIC & MINDLTA bizhub G450

[APF

{max & characters)

[0 WalkupFax

Ed

Write

Glose

=]

— For details on displaying the Application Registration window, refer
to “Reading an application” on page 4-2.
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4

2  Onthe “Application” menu, click “Add”.

The Application Wizard starts up, and the Template Select page ap-

pears.

Application Wizard
Template Select

Select the template uzed with application.

v Template

‘Walkup Fax

i Manual

| Mext |

Cancel

X

1/4

3 Select the template to be used for the application.

- If “Template” is selected, a template that has already been regis-
tered can be selected. Since various settings have already been
specified, less time will be needed to specify the settings.

- If “Manual” is selected, specify all settings as desired.
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4 Click the [Next] button.
The Application Information page appears.

X

Application Wizard
Application Information
2/4

Set application bagic information

Application Information

Application Name {max 16 characters)

Application Index:

Target Server

RightF axServerl j

Help Back | Mext | Cancel

5 Specify the application information.
— Inthe “Application Name” box, type in the name of the application.
A maximum of 16 characters can be entered. In addition, this set-

ting must be specified.
— Fromthe “Target Server” list, select the RightFax server to be linked

to the multifunctional peripheral.
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6 Click the [Next] button.

The Extension Setting page appears.

X

Application Wizard

Extension Setting
3/4
Select extension itemsz uzed with application
Enable | Ttem MName | Button Mame | Gurrent Default Value | A
[m (S D User 1D
[ i Mame Sender Mame (CS) Walkup
GeneralFaxMumber Fax Mumber (CS)
[ ] GeneralVoiceMumber TEL Mumber (G352
DC‘% PerzonalFaxMumber Perzonal Fax Mo
O Perzonalvoice Mumber Perzonal TEL Mo
O Pazsword Pazsword
[m (S Authentication Pazsword Auth# Maone
Delivery Delivery Method Mormal
Subject Subject
DelaySendDateTime DelaySend DizplayDateAndTime
BillingCodel Billing Code 1
BillineCode2 Billing Code 2
CoverSheet CoverSheet
DocumentPassword Document P v
Help Back Cancel |

7 Select the check boxes of the items to be registered with the applica-
tion.

- If “Manual” was selected in the Template Select page, the check
boxes of all items are cleared.

— To change the settings, click the [Back] button to return to the pre-
vious page.
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8  Click the [Next] button.
The Finish page appears.

Application Wizard |z

Finish
454

Completed successfully. Glick “Finish” button,

Help | Finish |

9  Click the [Finish] button.

The application is registered, and the Application Registration window
appears.
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4.10 Saving an application as a file

An application changed in the Setup Utility for RightFax can be saved as a
text file in the XML format on your computer.

A saved application file can be read into the Setup Utility for RightFax from
the Application Registration window.

To save an application as a file

1 Display the Application Registration window.

#3 Setup) Utility for RightFax - [Application Registration]
G Fie Applcation Device Tool Window  Help

@

Application List

=-£a 1721787228 (KONIG »
= 101 wakupFax
Server
o
= Harme
€2 GeneralFa:
&= Generalva
e% PersonalFz
&= Personalvi
Password
5] Authentica
[ Delivery
S Subject
[ Delaysend
BillingCode
BillingCode
CoverShes
= Documentt
HoldForPre
TimeoutDa
=) S?ar\
5§ MNatification
0oz

13 A4

Device Information

IP Address:

Mode| Name:

Nick Mame:

Button Hame:

Default Application

[721787228

‘KONICA MINOLTA bizhub G450

[AFP

{max 8 characters)

[0 WalkupFax

k2 Wit Glose

=]

— For details on displaying the Application Registration window, refer
to “Reading an application” on page 4-2.

On the “File” menu, click “Save File”.

A dialog box appears, allowing the location for saving the application

file to be selected.

Specify the save destination and the name of the application file and

then click the [Save] button.

The application is saved as a file.
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5

5.1

Managing RightFax server information

The information for the RightFax servers saved in the Setup Utility for
RightFax can be edited or deleted.

RightFax servers can be registered, edited or deleted from the Server List di-
alog box.
Displaying the list of RightFax servers

> From the initial window, click “Server” on the “Tool” menu.
The Server List dialog box appears.

Description of the Server List dialog box

X

Server List

Server List

Mo Server Name +i Add
Q 2 test

Q 3 RightFax TestServer

Ef Edit

Delete

Help Cloze

Settings for the following parameters can be specified from the Server List
dialog box.

From this dialog box, specify the Shared Directory set for the MFP module
on the RightFax server.
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Item Name Description

Server List The registered RightFax servers are listed.

[Add] button Click this button to display the Server Setting dialog box. New
RightFax servers can be registered.

[Edit] button Click this button to display the Server Setting dialog box. The in-
formation for the RightFax server selected in the Server List can
be changed.

[Delete] button Click this button to erase the selected RightFax server from the
Server List.

[Close] button Click this button to close the Server List dialog box.

Description of the Server Setting dialog box

Detailed information for a RightFax server can be specified from the Server
Setting dialog box.

Server Setting PZ|
Server List
Server Mame |RightF axServer0l
IF Address#: [1921681.30
FTP File Path#: |rightfaxftp
[~ anonymous
FTP User ID%: |administrator
FTFP Eassword*: |*************
FTP Part Mumber#: 21 (1-65538)
[ Proxy
[~ PASY mode
Help oK Cancel
Item Name Description
Server Name Specify the name of the RightFax server.
IP Address Specify the IP address of the RightFax server.
FTP File Path Specify the path to the FTP destination.
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Item Name

Description

“anonymous” check box

Select this check box to connect with the FTP site while logging
on as an anonymous user.

FTP User ID

Specify the user ID used with the FTP connection.

FTP Password

Specify the password used with the FTP connection.

FTP Port Number

Specify the port number used with the FTP connection.

“Proxy” check box

Select this check box to communicate with the FTP site using the
proxy specified from the multifunctional peripheral.

“PASV mode” check box

Select this check box to communicate with the FTP site using
passive mode.

[OK] button

Click this button to save the new settings and close the Server
Setting dialog box.

[Cancel] button

Click this button to cancel the changes to the settings and close
the Server Setting dialog box.

Setup Utility for RightFax
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[
6 Managing the information for multifunc-
tional peripherals

Multifunctional peripherals can be registered, edited or deleted from the Set-
up Utility for RightFax.

6.1 Registering a multifunctional peripheral
Multifunctional peripherals can be registered in the Setup Utility for RightFax.

To register a multifunctional peripheral
Before performing the operation, check for the following.

v/ The administrator password for the multifunctional peripheral is available.
v/ The RightFax server is running.
v/ The multifunctional peripheral is connected to the network.

1 On the “Device” menu of the initial window, click “Device Registration”.
The Device Registration dialog box appears.

# Device Registration Pz|

Device List

IP Address Model Name Fegistration Name Mick Mame Search and Feeister..
S I N [T E— |

Begister from IP address

g Edit Device...
% Delete Devics

Help Cloze
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2

Device List

Click the [Search and Register] button.
— Todirectly specify the IP address of the multifunctional peripheral,
click the [Register from IP address] button.

The Add Device dialog box appears, and the available multifunctional
peripherals are listed.

Add Device 53

Selected | IP Address | Mode| Name | Mick Mame [ Refresh

IP Ranee Setting..

;
Timeout:

10 = | Second

Help | Cancel |

Below Device List, select a multifunctional peripheral, and then click
the [Select] button.

— If necessary, specify settings for search range. For details, refer to
“Description of the Add Device dialog box” on page 6-3.

The selected multifunctional peripheral is registered with the Setup
Utility for RightFax.
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Description of the Add Device dialog box

Various conditions for searching for multifunctional peripherals on the net-
work can be specified from the Search tab of the Add Device dialog box.

Add Device

Device List

X

Selected | IP Address

| Mode| Name | Mick Mame [ Befresh

IP Ranee Setting..

b e |
o wee |

Timeout:

10 = | Second

| Cancel

Item

Description

IP Range Setting

Specify the range on the network for automatically searching for
multifunctional peripherals.

[Refresh] button

Click this button to search for multifunctional peripherals on the
network according to the specified conditions.

“Device List” list

The search results are displayed.

[Select] button

Click this button to register the multifunctional peripheral selected
in the Device List with the Setup Utility for RightFax.

[Release] button

Click this button to deselect the multifunctional peripheral in the
Device List.

Timeout

Specify the amount of time until the searching for multifunctional
peripherals times out.

Setup Utility for RightFax
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6.2 Editing multifunctional peripheral information

The information for multifunctional peripherals registered with the Setup Util-

ity for RightFax can be edited.

Display the device information editing dialog box, and then specify the de-

sired settings.

Displaying the Device Information dialog box

1 Select a multifunctional peripheral from the Device List in the Device

Registration dialog box.

2 Right-click the selected multifunctional peripheral, and then click “Ed-

it”.

The Device Information dialog box appears.

Description of the Device Information dialog box

The connection information for the multifunctional peripheral can be speci-
fied from the Device Information dialog box.

Device Information

Ihput device registration information
Device's Address:

Model Mame:

Registration Mame#:

Mickname:

Admin pazsword:

Admin password(Betypel:

3

[T ]

[MFFOT

|v Save Admin Paszword

|********

|********

Connection test
HAdvanced

Cancel
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Item

Description

Device’s Address

The IP address of the multifunctional peripheral is displayed.

Model Name

The name of the model for the multifunctional peripheral is dis-
played.

Registration Name

Specify the registration name for the multifunctional peripheral.

Nickname

The nickname (name that is easy to remember) for the multifunc-
tional peripheral is displayed.

“Save Admin Password”
check box

Select this check box to save with the Setup Utility for RightFax
the password entered in the “Admin Password” box.

Admin password

Type in the password for the administrator of the multifunctional
peripheral.
A maximum of 64 characters can be entered.

Admin password(Retype)

For confirmation, again type in the password for the administrator
of the multifunctional peripheral.

[Connection test] button

Click this button to use the password entered in the “Admin Pass-
word” box to try connecting to the multifunctional peripheral.

[Advanced] button

Click this button to display the Devicelnformation - Option dialog
box. Specify the detailed settings for connecting to the multifunc-
tional peripheral.

[OK] button

Click this button to save the new settings and close the device in-
formation editing dialog box.

[Cancel] button

Click this button to cancel the changes to the settings and close
the device information editing dialog box.

Setup Utility for RightFax
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Description of the Devicelnformation - Option dialog box

This dialog box appears when the [Advanced] button in the Device Informa-
tion dialog box is clicked. Specify the OpenAPI settings.

If the OpenAPI settings on the multifunctional peripheral are changed,
change the settings in this dialog box to those same settings.

Device Information - Option @

5

OpenaPl uger name:

OpendPl pazsword:

OpensdPl connection setting

It iz not et up by the default. Please input, only when you change.

OpeniPl password [Retype]:

[T Save OpnedPl password,

ok LCancel

Item

Description

OpenAPI connec-

OpenAPI user name

Specify the OpenAPI user name.

tion setting A maximum of 64 characters can be entered.
“Save OpenAPI pass- Select this check box to save the OpenAPI
word.” check box password.
OpenAPI Password Specify the OpenAPI password.

A maximum of 64 characters can be entered.

OpenAPI Password For confirmation, type in the OpenAPI pass-
(Retype) word again.

[OK] button Click this button to save the new settings and

close the Device Information-Option dialog
box.

[Cancel] button

Click this button to cancel the changes to the
settings and close the Device Information-Op-
tion dialog box.
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I
7 Retrieving the job history

The RightFax server can be connected to, and the history of jobs sent to the
multifunctional peripheral can be retrieved and saved on the computer.

MFPs

Link

RightFax Server

Job history

N

Note

When the job history is retrieved, its file is erased from the RightFax serv-
er. When the Log Management Wizard is useqd, a setting can be specified
fo leave the job history on the RightFax server.
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V...

Note
The Log Management Wizard can be used to retrieve only a job history
where “File Notification” is selected on the Notification Setting page.

A sent job history where “File Notification” is not selected cannot be re-
trieved.

For details on “File Notification”, refer to “Description of the Notification
Setting page (File Notification)” on page 4-24.

To retrieve the job history

1 From the Windows Start menu, start the Setup Utility for RightFax.

— Click the Windows Start button, point to “All Programs” (“Pro-
grams” in Windows 2000), then “KONICA MINOLTA”, “Setup Utility
for RightFax 1.0”, and then click “Setup Utility for RightFax”.

The initial window appears.

¥ Setup Utility for. RightFax - [Device List] (9= E3]
£ File Devics Tool Window  Help BEES
[E S
Device List
Registration Name Mick Name IP Address Mode| Name
@MFPDT 1721787228 KONIG & MINOLTA bizhub
Open Deviee
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2 Onthe “Tool” menu, click “Log Management”.

The Log Management Wizard starts up, and a page for selecting the
device whose information is to be imported appears.

Log Management Wizard f'5_<|

Select target device
1/4
Select the device set as the import object of a job information.

Server Name

Q RightFax serverl
(4] RightFax server? QRightFax server?
RightFax serverd QRightFax serverd

Help | Mext | Cancel |

3 Select the check boxes of the multifunctional peripherals whose job
histories are to be retrieved.

— When a RightFax server is selected on the left side of the page, the
multifunctional peripherals linked to the selected RightFax server
appears on the right side of the page.

— The check boxes for multiple multifunctional peripherals can be se-
lected.
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4 Click the [Next] button.

A page for confirming the selected multifunctional peripherals appears.

X

Log Management Wizard

Confirm sele cted device
Confirm selected device chozen on previous page.
The numbers of selected device : 1
Registration Name | Mick Name | 1P Address | Mode| Name
EA MFP1
< | >
Help Back | Next |

Delete

Cancel

2/4

5 Check the list of multifunctional peripherals whose job histories are to

be saved, and then click the [Next] button.

— To remove a multifunctional peripheral from the list, select the mul-
tifunctional peripheral to be removed, and then click the [Delete]

button.
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A page for specifying the location for saving the file appears.

X

Log Management Wizard
Save Setting
3/4
Specify the file which zaves a job information.

Save as [l Browse

™ Leave files on server

Help Back | Mext | Cancel |

6  Clickthe [Browse] button, and then specify the location for saving the
job history file.

7 Check the location for saving the job history file, and then click the
[Next] button.

— To leave the job history file on the RightFax server, select the
“Leave files on server” check box.
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The process for saving the job history file begins. When the file has
been saved, a page appears, indicating that the procedure for saving
the job history is finished.

Log Management Wizard |z|

Finish
454

Completed successfully. Glick “Finish” button,

Help | Finish |

8 Click the [Finish] button.

The Log Management Wizard is closed.
The job history could be retrieved from the RightFax server.
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8  Writing an address book to a multifunc-
tional peripheral
The RightFax server can be connected to, and the address book saved on

the RightFax server can be retrieved. The retrieved address book can be
written to a multifunctional peripheral or saved on the computer.

Client PC

Save as a file.

MFPs

RightFax Server

4

Phonebook

To write an address book to a multifunctional peripheral

1 From the Windows Start menu, start the Setup Utility for RightFax.

— Click the Windows Start button, point to “All Programs” (“Pro-
grams” in Windows 2000), then “KONICA MINOLTA”, “Setup Utility
for RightFax 1.0”, and then click “Setup Utility for RightFax”.
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The initial window appears.

#3 Setup Utility for RightFax - [Device List] (=1 E3)
£ Fle Device Tool window Help -8 %
2w

Device List

Registration Name | Mick Name [ 1P Address | Model Mame

(3 MFPO1 1721787228 KONIGA MINOLTA bizhub

@i
Open Device
Help

2 On the “Tool” menu, click “Phone Book”.

The Phonebook Wizard starts up, and a page for selecting the address-
es to be imported appears.

Phonebook Wizard

Select Import Address

Pleaze zelect the addrezs imported from the phonebook registered into RightF &

X

1/4

SR Phonebook

Server Name

+-[3] RightFax server]
RightFax server2
+-[4] RightFax serverd

Q RightFax serverl
Q RightFax server?
Q RightFax serverd

| Mext |

Cancel

Setup Utility for RightFax

8-2



Writing an address book to a multifunctional peripheral 8

3 Select the check boxes for the addresses to be imported.

— On the left side of the page, select a RightFax server, group, then
user. The addresses connected to the selected user appear on the
right side of the page.

— The check boxes for multiple addresses can be selected.

4 Click the [Next] button.
A page for confirming the selected addresses appears.

Phonebook Wizard

X

Confirm selected address
2/4
Confirm selected address chogen on previous page,

The numbers of selected address. 2

Delete

o] | Type | Address | Mame [ =
L ] Fax =al
L ] Fax 11

Help Back | .................. Hext G |

5 Check the list of addresses to be saved, and then click the [Next] but-
ton.

— To remove an address from the list, select the address to be re-
moved, and then click the [Delete] button.
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A page for selecting the device where the addresses are to be imported
appears.

Phonebook Wizand E|
Selection of adevice

3/4
Select the device. And click “Mext” button to export address data to the device.

Target device: || Browse..

Pazsword: [

[~ Save File

Save as:

Help | | Cancel |

6  Click the [Browse] button beside “Target device”, and then select the
multifunctional peripheral where the addresses are to be imported.

— Multiple multifunctional peripherals can be selected.
— Type the administrator password (maximum 64 characters) into the
“Password” box.

7 Check the information beside “Target device”, and then click the [Next]
button.

— To save the addresses to a computer, select the “Save File” check
box. Click the [Browse] button, and then specify the location where
the address file is to be saved.
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8

The process for writing the addresses to the multifunctional peripheral
begins. When the data has been written, a page appears, indicating

that the procedure for writing the addresses is finished.

Finish

Completed successfully. Glick “Finish” button,

| Finish |

474

8 Click the [Finish] button.

The Phonebook Wizard is closed.

The addresses could be written to the multifunctional peripheral from

the RightFax server.
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